










 

IL322-A 2 point (top and bottom) rim device, with 
anti-thrust bolts. For doors up to 900mm wide
and 2440mm high.

IL322-B 2 point (top and bottom) rim device, with 
anti-thrust bolts. For doors up to 1200mm wide
and 2440mm high. 

IL323-A 3 point (top, bottom and centre) rim device with
anti-thrust bolts. For doors up to 900mm wide
and 2440mm high.

IL323-B 3 point (top, bottom and centre) rim device with
anti-thrust bolts. For doors up to 1200mm wide
and 2440mm high.

Silver, gold, black or white as standard. Any RAL Colour,
simulated stainless steel, polished brass, polished chrome.

Supplied for timber doors. Suitable  for any other door 
construction available on request.

BS EN 1125

Can be microswitched and/or without bolt as slave
switch.  Various keeps available for any door detail.
Extended  height option on request.

Finishes

Fixings
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IL324 Outside access device non
handed, suitable for use with
Euro or British oval cylinder
which can be incorporated
into master key system.

 point mortice latch actuator, for doors up to
 wide.

 point mortice latch actuator, for doors up to
 wide.

 are supplied with their own tested
 case, which accepts euro pr

IL320-A Single
900mm

IL320-B Single
1200mm

Both units above
deadlocking nightlatch
cylinder for outside access 57mm.

 rim device, with anti-thrust bolts,
 doors up to 900mm wide.

 rim device, with anti-thrust bolts,

IL321-A Single point
suitable for

IL321-B Single point
suitable for doors up to 1200mm wide.

The touchbar range includes a dogging device as standard
operated by the allen key supplied. 

All touchbars have features such as the pad  over the
mechanism unit and the angled lip which prevent the units
being jammed intentionally.

The horizontal bar also includes cut-outs to grip the unit,
enabling the door to be pulled shut after use.

All units include anti-thrust bolts as standard.

 Touchbar Panic Hardware 
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Satin stainless steel, polished brass. BS EN 1125
UL Listed
A.N.S.I.

CD – Cylinder dogging
M – Monitor Switch
BPA – Battery powered exit alarm
BPAR – As above with 4 minute reset

ETR

 

–

 

Extended

 

top

 

rail

 

for

 

doors

 

(2440

 

to 3050mm)
ES –

 

Electric

 

latch

 

withdrawal
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IL309-P

EP – Accepts Euro-pr  half cylinder
SO – Accepts Swedish oval rim cylinder
AR – Accepts American-style rim cylinder

IL310

Internal mechanism adaptor to allow the
use of outside access trim if required
(K43/K44).

IL309-L Lockable Lever

Key locks or unlocks lever which
retracts latchbolt.

IL309-LL Lockable Lever
Same

 
as IL309-L function

 
but

 
key

removable
 
only

 
when

 
locked.

IL309-K Lockable Knob

Key locks or unlocks knob which
retracts latchbolt.

IL309-LK Lockable Knob
Same

 
as IL309-K function

 
but

 
key

removable
 
only

 
when

 
locked.

IL308
Single Panic Bolt,
Concealed Rod

Surface mounted
actuator with concealed
rods, ideally suited to
the fabrication market
for aluminium or steel
doors. 2 point
(concealed top and
bottom).

IL307
Rim Panic Bolt

Face  unit,
with anti-thrust
pullman type
latch bolts top
and bottom.

Face  19mm anti-thrust latch bolt, single point locking.

IL306 Rim Panic Latch

The touch bar on these panic devices will meet the most
demanding requirements of any building. All products in the
ANSI series can be equipped with electronic controls as an
option. For example, the device can be linked into an access
control system or an automatic swing door operator. Ask
your technical representative for assistance. Suitable for
doors up to 1220mm wide and 2440mm high.

IL309-P Cylinder Retracts
Latchbolt

Trim with  pull is prepared for
 cylinder pr  and each

trim accepts only that cylinder.

ANSI Panic Hardware 

CD - cylinder dogging  M - monitor switch
BPA - battery powered exit alarm BPAR - as BPA with 4 minute reset
ES - Electric latch withdrawal  ETR - extended top rail for doors (2240 to 3050mm) 

Satin stainless steel. Polished brass. BS EN 1225
UL Listed
A.N.S.I.
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Escape Lock Functions

IL031-A
IL031-B
IL032-A
IL032-B
IL033-B

MK – Microswitch on key. ME – Microswitch on Escape.
See locking devices brochure   for lock case details.
Choose lockcase followed by variation.

Satin chrome plated, polished brass plated.
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External Internal Dead Knob Handle Breakdome 
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Modular Heavy Sprung nightlatch   Emergency variations 

Modular light sprung nightlatch  Emergency variations
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Key to function
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